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Internal Structure

Number Name Number Name 

1 Fixing plate 8 Front cover

2 Piston rod 9 Anti-collision washer

3 Anti-collision head 10 Piston seal

4 Cylinder body 11 Piston

5 Circlips for holes 12 Magnet

6 Shaft seal 13 Anti-friction ring

7 O ring 14 Back cover

Parts

TN

Ø16~Ø25

Bore / Symbol PA PB PC PD PE PF PG PH

10 18 0.5 Φ6.2 deep 3.5 mm, Through Hole: Φ4.5 5.2 6 3 5.2 M3 × 0.5 deep 5 mm

16 24 1 Φ7.8 deep 4.6 mm, Through Hole: Φ4.5 6.2 8 3 6.2 M4 × 0.7 deep 46 mm

20 28 1 Φ11 deep 6.8 mm, Through Hole: Φ4.5 8.2 10 3 8.2 M6 × 1 deep 48 mm

25 34 1 Φ11 deep 6.8 mm, Through Hole: Φ4.5 10.2 12 3 10.2 M6 × 1 deep 48 mm

32 42 2 Φ17 deep 12 mm, Through Hole: Φ4.5 14 16 3 14 M10 × 1.5 deep 14 mm

Inner Diameter  
Quantity Front cover seal Piston O-ring Rear cover O-ring Piston rod O-ring

1 2 2 1

10 PDU-6 APA-10 10×1.5 P12

16 PDU-8 APA-16 16×1.5 P16

20 PDU-10 APA-20 20×1.5 P20

25 PDU-12 APA-25 25×1.5 P20

32 PDU-16 APA-32 32×1.5 P25

TN Series
Double Rod Cylinder

TN Series
Double Rod Cylinder

*1Kgf = 9.81N

Stroke (mm)

Allowable size load

Side  Load W

O-ring List

TN TN




